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Installation:

Refer to the image on page 2 for steps 1 through 4.

Step 1.  -  remove the equipment mounting plate from the workstation by 
removing the (4) #10-32 x 3/8" long washer head machine screws which fasten it 
to the back wall of the workstation.  Discard the mounting plate and reinstall the 
(4) washer head screws.

Step 2.  -  Attach the (2) tray mounting brackets to the inside of the workstation 
with the #10-32 x 3.8" long washer head machine screws provided in the hardware 
bag.

Step 3.  -  (Optional) radio mounting brackets or other types of equipment can be 
attached to the bottom side of the removable tray.  This can be done using the 
existing #10-32 x .50 mounting studs which are pressed into the removable tray or 
by field drilling the removable tray to fit with your specific type of equipment.  #10-
32 nylock nuts have been supplied for use with the pressed-in studs.  Other 
mounting hardware will need to be supplied by the end user if field drilling is 
required for other types of equipment.

Step 4.  -  Set the removable tray on top of the mounting brackets installed in step 
2 and fasten in place with the #10-32 x 3/8" long washer head machine screws 
supplied in the hardware bag.

This instruction sheet is for installing the 7160-0986 removable tray into the 7160-0947 
small workstation.

Revision

© Copyright 2017 Gamber-Johnson, LLC

7160-0986

REMOVABLE TRAY - SMALL WORKSTATION  PS-001Printing Spec:

If you need assistance or have questions, call Gamber-Johnson at 1-800-456-6868
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