NOTE: A 14 AWG WIRE IS RECOMMENDED FOR INSTALLATION

7160-0516 SWITCH - ON/OFF/ON, SPDT, 4 CONTACTS

OUTPUT TO DEVICE (1)

POWER INPUT
MAX. 12V DC, 20 A

OUTPUT TO DEVICE (2)

TO GROUND

7160-0517 SWITCH - ON/OFF, SPST, 3 CONTACTS

OUTPUT TO DEVICE

POWER INPUT
MAX. 12V DC, 20 A

TO GROUND
7160-0540 SWITCH - ON/OFF MOMENTARY, SPST, 2 CONTACTS

IMPORTANT SAFETY INFORMATION FOR INSTALLERS

**During Installation:**

- **DO NOT** install equipment or route wiring or cords in the deployment path of any airbag.
- When drilling into the vehicle, **DO** make sure that both sides of the surface are clear of anything that could be damaged.

**CAUTION:** If wiring is shorted to the frame, high current conductors can cause hazardous sparks resulting in electrical fires or flying molten metal.

**After Installation:**

- Test the accessories/devices to ensure they are working properly.
- File these instructions in a safe place and refer to them when performing maintenance or re-installing.

**WARNING:** Failure to follow all safety precautions and instructions may result in property damage, serious injury or death.